
All doors noted; flexible vinyl impact traffic doors 
on the door  schedule  sha l l  be Ser ies  2000 
Mode l   “T ” (The r ma l )  as  manu fac tu red  by  
SuperSeal Mfg. Ltd.

DOOR BODY shall be manufactured in accordance 
to standards for use in registered establishments. 
Door panel(s) shall be manufactured of a one 
(1)-piece full height single layer of FOOD GRADE
APPROVED 40 oz./yd. Nylon reinforced vinyl with 
an additional layer in the upper por tion of the 
panel above the impact plates. Door panels shall
have balloon hem at the jamb and vinyl reinforced
at the center leading edges.  The panels, hems 
and support arm pockets shall be bonded then 
double stitched at all seam areas for extra strength. 
Door panel shall overlap at the center. Each panel shall 
have a flexile PVC window, style____. Low temp. impact 
plates are supplied as standard on all “T” models
and are highly resistant in cold temperatures to
high impact, scuffs, dent and gouges. Impact plates
are 1/8” thick X 48” high HDP and are through riveted
on both sides.

AVAILABLE MODELS: T50, T100, T150

AVAILABLE COLOURS: Black, Blue, Brown, Green,
Grey and Red. For colours other than those 
l i s ted  p lease  contact factory.

All doors noted; monofilament PVC impact traffic 
doors on the door schedule shall be Series 2000
Model “F” (Food Process) as manufactured by 
SuperSeal Mfg. Ltd.

DOOR BODY shall be manufactured of a one (1)-piece
full height single layer of FOOD GRADE APPROVED
2.4mm. thick monofilament PVC, with 2 plies of polyester. 
The panels, impact plates and support arm pockets shall 
be heat sealed for extra strength. The Impact plate is
supplied as standard on all “F” models and is highly
resistant to high impact, scuffs, dent and gouges. The
impact plate is made of a double layer of monofilament
heat sealed for reinforcement. Jamb edge is reinforced 
with double layer of monofilament, with 1/4” flexible 
stiffener insert.

AVAILABLE MODELS: F200 

AVAILABLE COLOURS:  B lack ,  B lue  and Grey
For  co lours  o ther  than  those  l i s ted  p lease  
contact factory.

HINGE HARDWARE shall consist of a jamb mounted 
5/8” diameter galvanized solid steel rod attached to the
upper section of the jamb only by means of a high strength 
cast aluminum alloy bracket fitted with an anti-friction 
and needle thrust bearing and attached to the panel 
by means of a support pocket in the upper portion of 
the door body.

MODEL “F” (FOOD PROCESS) MODEL “T” (THERMAL)



All doors noted; flexible vinyl impact traffic doors 
on the door  schedule  sha l l  be Ser ies  2000 
M o d e l   “ R ”  ( R e a t a i l )  a s  m a n u fa c t u r e d  by  
SuperSeal Mfg. Ltd.

DOOR BODY shall be manufactured in accordance
to standards for use in registered establishments.
Door panel(s) shall be manufactured of a one 
(1)-piece full height single layer of FOOD GRADE
APPROVED 40 oz./yd. Nylon reinforced vinyl with
an additional layer in the upper por tion of the 
panel above the impact plates. Door panels shall
have balloon hem at the jamb and vinyl reinforced
at the center leading edges.  The panels, hems
and support arm pockets shall be bonded then
double stitched at all seam areas for extra strength.
Door panel shall overlap at the center. Each panel
shall have a flexile PVC window, style____. Impact
plates are supplied as standard on all “R” models
and are highly resistant to high impact, scuffs,
dent and gouges. Impact plates are 1/8” thick X
48” high HDP and are through riveted on both sides.

AVAILABLE MODELS: R50, R100, R150

AVAILABLE COLOURS: Black, Blue, Brown, Green,
Grey and Red. For colours other than those 
l i s ted  p lease  contact factory

All doors noted; flexible vinyl impact traffic doors 
on the door  schedule  sha l l  be Ser ies  2000 
Model  “C” (Clear  V iew) as manufactured by 
SuperSeal Mfg. Ltd.

DOOR BODY shall be manufactured of a one
(1)-piece clear PVC base material with a thickness
of .160” with 40 oz. Reinforced vinyl balloon hem
at the jambs and vinyl reinforcing at the center 
leading edges. The panels, hems and suppor t 
arm pockets shall be bonded then double stitched
at all seam areas for extra strength. Door panel
shall overlap at the center. Each panel shall have
a flexile PVC window, style. Impact plates are 
supplied as standard on all “C” models and are 
highly resistant to high impact, scuffs, dent and 
gouges. Impact plates are 1/8” thick X 48” high 
HDP and are through riveted on both sides.
Available for freezer applications (Please Specify).

AVAILABLE MODELS: C250, C250LT

AVAILABLE COLOURS: Black, Blue, Brown, Green,
Grey and Red. For colours other than those 
l i s ted  p lease  contact factory 

MODEL “C” (CLEAR VIEW) MODEL “R” (REATAIL)
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APPLICATIONS

•  Beer Stores 
•  Discount Stores
•  Distribution Centers 
•  Environmental Control 

•  Fish markets 
•  Greenhouse
•  Hardware Stores
•  Home Centers 

•  Manufacturing
•  Nerseries 
•  Personnel 
•  Produce Coolers 

•  Supercenters
•  Supermarkets
•  Walk-in Coolers 
•  Warehouses

A.  WIDE ANGLE HINGE
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